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PASTURE POND
MAP

100 YR./6 HR Storm: 6490.75

10 YR./24 HR Storm: 6490.09
25 YR./6 HR Storm: 6489.74

Mox. Sed. Depth: 6485.5

Pond Bottom: 6484.5

PAST-CS ELEVATION (FT) | AREA (ACRES) | DISCHARGE (CFS) | STORAGE (AC-FT)
6484.5 .084 .00 .00
6486.0 .366 .00 37
e 6487.0 395 .00 .77
2 6488.0 425 .00 1.20
3 6489.0 .455 .00 1.66
o - 6490.0 4B7 .00 2.15
& > 6490.8 513 1.60 2.57
4 > 6491.0 .520 4.00 2.67
6491.2 527 6.50 2.78
6491.4 534 7.50 2.89
6492.0 .554 7.50 3.22
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Contractor selected to construct the enlargement to the Pasture Pond shall follow m m m
standard construction practices which shall include but not be limited to the following
1. Comply with requirements of Utah State regulations listed under R645-301 relating to construction of temporary sediment basins SeET
2. Follow standards of the APWA manual of standard specifications, 2002 Edition Utah Chapter
a. These standards shall include but not be limited to the following
i. Clearand grub site to remove all organic materials including sod, large rots, frozen soil. Pl
Remove any and all coal related materials including any acid- and or toxic-forming coal processing waste
_N _wmﬁ O eta il Place fill materials in lifts not exceeding 8" in thickness and compact each lift to 95 modified proctor values 2707 | ADD NOTES AND ELEVATIONS AH
iv. Bem a_w_uau shall not exceed 3h:1v ) ) . ) - ) 12/05 | PASTURE POND ENLARGEMENT AH
N. T. S. v. All materials removed from the construction shall be disposed in accoidance with the approved mining permit 3/02 | 2002 PERMIT RENEWAL PAM
vi Install a temporary silt fence at the downhill side of the new construction area prior to commencing construction ..& / wV —_ m
A | 9/97 | PERMIT RENEWAL-UPDATES AH
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